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Vertical Scale

This scale is 1:1 so all features 
are drawn as the would be seen 
underwater.

1x Vertical Scale

This scale is 2:1 so all features are 
drawn twice as high as they would be 
seen underwater. Depths will also be 
shown twice as deep.

This scale is 4:1 so all features are 
drawn four times as high as they 
would be seen underwater. Depths will 
also be shown four times as deep.

2x Vertical Scale

4x Vertical Scale

Selecting Free Rotate allows the user 
to use the mouse to rotate, zoom and 
pan the 3D display using the mouse 
and keyboard cursor keys.

Free Rotate

These options effect what is shown in the Text Box overlay on the 3D window.

 ► Depth At Cursor Shows the depth value at the mouse cursor.

 ► Speed over Ground Current vessel speed over ground.

Text Box
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3D Fish Enabling 3D Fish will overlay the detected water column marks on the 3D 
display.

These marks are coloured by intensity, so red marks are strong echoes and blue 
marks weak echoes.

The	fish	marks	are	stored	on	the	computers	hard-drive.	There	is	a	finite	number	
of	fish	marks	which	can	be	stored.	Once	this	maximum	has	been	reached	for	a	
geographical	area,	the	oldest	fish	marks	are	removed.

To get the best from the water column data, 
the Fish Options should be correctly set in the 
WASSP GUI.

It	is	recommended	that	the	fish	threshold	in	
WASSP be set to 4 or above depending on 
how noisy the sonar display is.

If Show Depth At Cursor 3D is enabled, the 
depth	of	a	fish	mark	can	be	determined	by	
positioning the cursor on top of the mark. If 
the	cursor	is	positioned	on	the	seafloor,	the	
depth	indicated	is	the	depth	of	the	seafloor	at	
that point. WASSP GUI Fish Options
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WASSP Ltd. reserve the right to change this manual 
without notice.

The information in this manual may not, in whole or in 
part, be copied, reproduced, photocopied, translated, or 
reduced to any electronic medium or machine readable 
form without the prior written consent of WASSP Ltd.

Copyright© 2015 WASSP Ltd. 
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